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7x19 wsc, 8 mm

Pl. 3 mm

CHS 60.3, t=5 mm

PL 8

1.5%

+/- 0.00

Halbkugel gefräst
Vollstahl Ø 76.1

CHS 60.3, t=5 mm

+ 2.775

S1
CHS 101.6, t=8 mm

Bank, UPN 400

1.5%

+ 2.375

Pl. 3 mm
Pl12

PL 3

Bank, UPN 400

PL 3

S1
CHS 101.6, t=8 mm

Pl. 3 mm

+ 2.375

+ 4.200

M12

- 1.00
Blockfundament
C30/37

+/- 0.00

Trzpień stalowy Ø30

7x19 wsc, 8 mm

CHS 60.3, t=5 mm

CHS 76.1, t=5 mm

7x19 wsc, 8 mm

M12

- 1.00

6

8

PL 8

5

7x19 wsc, 8 mm

Fundament blokowy
C30/37

S2
CHS 76.1, t=5 mm

IPE 400

+ 2.775

+ 4.200

Pl. 3 mm

S2
CHS 76.1, t=5 mm

S2
CHS 76.1, t=5 mm

S1
CHS 101.6
t=8 mm

IPE 400, S355
verzinkt, gestrichen RAL 8022

CHS 76.1, t=5 mm

IPE 400, S355
verzinkt, gestr. RAL 8022

Waschbeton
XA2, XM2, XF4

M12

PL 8

ZESTAWIENIE BLACH

Waschbeton
XA2, XM2, XF4
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